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Idea:
Vary the lengths of the 
wooden parts to make 

frames of different sizes.

4 feet of4 feet of 4 ×

4 ×

wood glue¼ by 2 board1 by 3 board cardboard1" finishing nails
(¼ × 1½ x 48)(¾ × 2½ × 48)

Tape Measure

Speed Square C-Clamp

Pencil

Workbench Handsaw

Sandpaper

F-Clamps

Scissors

Block Plane

Hammer

Rule

Picture Frame

Materials Needed

Tools Needed
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C
on

gratulationsyou've
made a

picture
frame!

"Chamfer"
A chamfer is a bevelled edge 
that connects two faces. 
Chamfers are used to 

protect an edge from damage. 
Chamfers also create shadow lines 

which give a sense of depth to a project.

Wait!
Proceed to 
the next step 

when the glue 
has fully cured.

The newly 
glued 

joints need 
to cure.

Wait!
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The 
last two 
corners 

must be done 
at the same 

time. You may find that to get 
the last piece aligned, the 

other corners must be 
adjusted a bit.

Place 
the 

picture 
in the 

opening and 
hold in place with finishing 

nails.

Cut or print a 
picture to fit the opening. 

Glue the picture to a 
sheet of cardboard of 

the same size.

Trim the 
short back pieces to fit if 
required. Glue them in 

place and clamp.

Repeat the 
gluing and aligning 
for a second 

corner.

Press a 
short 
front 

piece against the glued surface. 
Position two pieces so that 

their outside surfaces 
line up. Clamp the two 

pieces together.

Clamp 
in place.

Position a 
long back onto 

the front so that it 
extends beyond both 

ends by 2". 

Apply 
glue to 

the back 
of one 

short front 
piece. Make 

sure to stay 
within 
the lines.

On 
both short 
front pieces, 
draw a pair of 
lines on the back 

surface inset ½" from 
both long edges.

Test 
the fit 

of the 
short 
back pieces between 

the long back 
pieces.

If desired, apply 
a chamfer to all four 
edges on one face 
of all four fronts.

Sand all 
parts to 

remove 
any rough 
or sharp 
edges. Repeat step 6 for the

second long back
and the two short 

backs (8¼").

Starting from 
the end of the ¼ 

by 2 board mark the 
length of one long 
back (13¼") and 
saw to length. 

Saw the 
piece off 

the board.

Repeat steps 1 
to 4 for the 

second short front and 
the two long fronts 

(12¼").

Use the 
square to 

extend the line 
across to the board.

At 
one end 

of the 1 by 3 
board, mark the 

length of one short 
front (9¼").

Clamp the 
board to your 

bench so that the 
saw won't hit 

the bench.

Repeat for 
the second 

long back and 
short front.

Apply 
glue to 

one of the 
back tabs.

making the parts

start

Picture Frame

All measurements
are in inches.

assembly
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